Dimensions and Data

Measurements Taken Jul-21 Jul-21 Jul-21 Jul-21 Jul-21 Oct-21
Court dimensions (dimensions metres unless stated)
Length above penthouses 33.9 34.0 33.1 33.1 33.6 33.6
Width above penthouse 11.8 11.8 11.8 11.8 11.7 12.2
Floor length 29.3 29.4 28.8 28.7 29.3 29.0
Floor width main 9.7 9.7 9.6 9.6 9.7 9.9
Floor width tambour 9.2 9.3 9.1 9.1 9.2 9.3
Tambour face length 0.72 0.81 0.77 0.76 0.84 0.97
Tambour edge to grille wall 4.4 4.3 4.2 4.2 4.3 4.1
Tambour angle (degrees) 52.3 53.3 51.9 52.7 52.4 51.9
Penthouse width dedans (diagonal) 2.55 2.63 2.38 2.37 2.37 2.49
Penthouse width - dedans 2.27 2.43 2.14 2.16 2.18 2.29
Penthouse angle - dedans (degrees) 27.1 22.3 25.7 24.5 22.6 22.9
Penthouse width - main (diagonal) 2.41 2.38 2.38 2.42 2.36 2.50
Penthouse width - main 2.15 2.15 2.18 2.21 2.17 2.30
Penthouse angle - main (degrees) 26.9 25.2 23.2 24.5 23.4 22.9
Penthouse width - grille (diagonal) 2.56 2.39 2.38 2.39 2.37 2.48
Penthouse width - grille 2.31 2.18 2.18 2.17 2.18 2.28
Penthouse angle - grille (degrees) 25.7 24.3 23.2 24.6 22.8 23.1
Bandeau top from floor 2.17 2.17 2.18 2.16 2.18 2.21
Bandeau thickness 0.08 0.11 0.06 0.06 0.10 0.09
Painted Painted Painted Painted Varnished Painted
Bandeau material timber timber timber timber oak timber
Gallery ledge from floor 1.14 1.05 1.13 1.11 1.10 1.02
Dedans Width 6.64 6.59 6.58 6.55 6.66 6.28
Dedans to mainwall 1.37 1.40 1.36 1.37 1.35 1.72
Dedans to service wall 1.68 1.68 1.67 1.66 1.66 1.94
Last to dedans wall 6.39 6.41 6.41 6.41 6.38 6.42
Second to dedans wall 9.0 9.2 9.1 9.2 9.3 9.3
Door to dedans wall 11.0 11.1 10.9 11.0 11.3 11.3
First to dedans wall 12.4 12.6 12.2 12.2 12.7 12.7
Last reveal to dedans wall 4.7 5.0 4.8 4.8 4.9 5.1
Second to dedans wall 7.6 7.8 7.7 7.7 7.9 7.9
Door to dedans wall 10.6 10.7 10.6 10.5 10.8 10.7
First to dedans wall 11.5 11.7 11.6 11.6 11.8 11.8
Line post to dedans wall 13.3 13.5 13.3 13.2 13.5 13.5
Net to dedans wall 14.5 14.7 14.4 14.4 14.6 14.7
Stroke line to back wall 6.4 6.4 6.4 6.2 6.4 6.3
H second to back wall 9.3 9.2 9.2 8.9 9.3 9.1
H door to back wall 11.3 11.1 11.0 10.7 11.3 11.0
H first to back wall 12.7 12.6 12.2 11.9 12.7 12.4
WG reveal to grille wall 5.0 5.0 4.8 4.8 5.0 4.9
H second to grille wall 7.9 7.8 7.7 7.7 7.9 7.7
H door to grille wall 10.8 10.6 10.6 10.6 10.8 10.5
H first to grille wall 11.8 11.7 11.6 11.6 11.8 11.6
H line post to grille wall 13.6 13.4 13.2 13.3 13.5 13.1
Net to grille wall 14.8 14.7 14.4 14.4 14.7 14.4
Grille width 0.97 0.94 0.97 0.97 0.98 0.97
Grille height 0.96 0.98 0.97 0.97 0.98 1.06
Battery wall thickness dedans/grille 0.38 0.28 0.29 0.27 0.39 0.23
Side battery wall thickness 0.31 0.27 0.29 0.28 0.27 0.22
Reveal taper Yes yes Yes Yes Yes Yes
Gallery ledge material and taper Timber - no wood/yes Stone Stone Timber - no  Timber - no
Lighting type LED LED Fluorescent Fluorescent LED Fluorescent
Light fitting detail Bulb in reflector T5 1200mm  T5 1200mm Dialight T5 4x600mm
Switching and controls Automatic motion dimmi App/relay App/relay Single relay  Simple
Ratchet builtin to
Net adjustment mechanism post Ratchet Dolly and tie Dolly and tie
Net securing method main wall Sunken eye Sunken eye Sunken eye Sunken eye Sunken eye Plate on wall
Net post position relative to court Level Recessed Set back Set back Level Set back
Timber and Timber and
Markers box material Netting Netting netting netting Netting Netting
Floor finish Bickley oxblood Paint Paint Paint Bickley oxblood  Tile
Manganese Manganese Manganese Bickley
Wall finish Mangenese oxide OXide oxide oxide manganese O Armourcoat
Line thickness(s) (millimetres) 52 55 50 50 58 40
Is there yard better than second line Yes Yes Yes No Yes
Roof clearance centre 7.9 8.2 9.0 9.0 7.2 10.1
Roof clearance main wall 7.7 8.2 9.0 9.0 6.4 9.2
Roof clearance service wall 7.7 8.2 9.0 9.0 6.4 9.2
R pie and
Filming and broadcasting system None Temporary black magic
Viewing capacity c. 120 c. 120 c. 240 c. 120 c. 120 c. 120



Dimensions and Data
Measurements Taken

Court dimensions (dimensions metres unless stated)

Length above penthouses

Width above penthouse

Floor length

Floor width main

Floor width tambour

Tambour face length

Tambour edge to grille wall
Tambour angle (degrees)
Penthouse width dedans (diagonal)
Penthouse width - dedans
Penthouse angle - dedans (degrees)
Penthouse width - main (diagonal)
Penthouse width - main

Penthouse angle - main (degrees)
Penthouse width - grille (diagonal)
Penthouse width - grille

Penthouse angle - grille (degrees)
Bandeau top from floor

Bandeau thickness

Bandeau material

Gallery ledge from floor
Dedans Width

Dedans to mainwall
Dedans to service wall
Last to dedans wall
Second to dedans wall
Door to dedans wall

First to dedans wall

Last reveal to dedans wall
Second to dedans wall
Door to dedans wall

First to dedans wall

Line post to dedans wall
Net to dedans wall

Stroke line to back wall

H second to back wall

H door to back wall

H first to back wall

WG reveal to grille wall

H second to grille wall

H door to grille wall

H first to grille wall

H line post to grille wall
Net to grille wall

Grille width

Grille height

Battery wall thickness dedans/grille
Side battery wall thickness
Reveal taper

Gallery ledge material and taper
Lighting type

Light fitting detail

Switching and controls

Net adjustment mechanism

Net securing method main wall
Net post position relative to court
Markers box material

Floor finish

Wall finish

Line thickness(s) (millimetres)

Is there yard better than second line
Roof clearance centre

Roof clearance main wall

Roof clearance service wall

Filming and broadcasting system
Viewing capacity

Oct-21 Oct-21
33.5 32.9
11.9 11.6
28.8 28.9
9.6 9.6
9.2 9.1
0.72 0.81
4.1 4.4
52.7 53.7
2.58 2.21
2.33 1.99
25.3 25.9
2.58 2.26
2.32 2.04
25.9 25.7
2.57 2.25
2.32 2.02
25.6 25.8
2.24 2.14
0.11 0.10
Painted Painted
timber timber
1.06 1.05
5.74 6.61
1.74 1.49
2.13 1.47
6.44 6.41
9.0 9.2
11.0 11.2
12.4 12.6
4.9 4.9
7.6 7.8
10.4 10.6
11.6 11.7
13.2 13.2
14.4 14.5
6.4 6.4
9.0 9.2
11.0 11.1
12.4 12.5
4.5 5.0
7.7 7.8
10.4 10.6
11.6 11.7
13.2 13.2
14.4 14.2
0.90 0.97
1.03 0.98
0.27 0.33
0.22 0.27
Yes Yes
Timber - no  Oak - no
Fluorescent LED
Round
T5 2x1800 recessed
Simple
Dolley and tie Dolly and tie
Post in wall Sunken eye
Level
Netting
Tile
Render Manganese o
44 70
Yes
7.9 8.8
7.0 8.8
7.0 8.8
c. 135 c. 200

0.78
4.1
59.0
1.83
1.67
24.3
1.95
1.79
23.9
1.79
1.63
24.3
2.05
0.09
Painted
timber

4.5

4.7

1.00
0.89

LED

Simple

Nov-21 Nov-21
32.4 32.3
11.1 11.1
28.7 28.6
9.2 9.2
8.7 8.7
0.76 0.75
4.1 4.4
53.4 52.5
2.02 2.00
1.84 1.83
24.7 23.8
2.08 2.05
1.91 1.90
23.5 22.0
2.01 2.00
1.83 1.83
24.3 23.8
2.198 2.179
0.071 0.071
Painted Painted
timber timber
1.113 1.081
6.101 6.050
1.320 1.345
1.794 1.800
6.380 6.396
8.589 8.618
10.766 10.747
12.922 12.870
4,550 4.544
7.325 7.303
10.227 10.190
11.458 11.439
13.206 13.184
14.343 14.270
6.391 6.428
9.480 9.537
10.851 10.833
12.989 12.951
4,593 4,587
7.287 7.361
10.205 10.284
11.463 11.499
13.222 13.273
14.337 14.367
0.975 0.971
0.990 0.994
0.395 0.395
0.395 0.395
Yes Yes
Stone - yes Stone - yes
LED LED
Simple Simple
Dolley and tie Dolly and tie
Hook out Hook out
Level Level
Netting Netting
Painted Black
52 52
No No
8.652 8.687
8.652 8.687
8.652 8.687
Permanent
GoPro and
stream setup
cl140 c100

33.6
11.8
29.3
9.7
9.2
0.84
4.1
51.7
2.39
2.15
26.1
2.38
2.13
26.1
2.40
2.17
25.0
2.169
0.098
Painted
timber
1.085
6.724
1.325
1.657
6.395
9.457
11.387
13.652
5.322
8.107
10.855
11.959
13.45
14.628
6.412
9.475
11.417
12.708
5.32
8.127
10.875
11.949
13.512
14.688
0.997
1.003
0.195
0.195
Yes
Timber
LED

Dialight
Simple
Dolly and tie
Hook out
Recessed
Netting
Bickley oxblood
Bickley
manganese o
40

12

9.37
9.37

c100



Dimensions and Data

Measurements Taken

Court dimensions (dimensions metres unless stated)

Length above penthouses
Width above penthouse
Floor length

Floor width main

Floor width tambour
Tambour face length
Tambour edge to grille wall
Tambour angle (degrees)

Penthouse width dedans (diagonal)
Penthouse width - dedans

Penthouse angle - dedans (degrees)
Penthouse width - main (diagonal)
Penthouse width - main

Penthouse angle - main (degrees)
Penthouse width - grille (diagonal)
Penthouse width - grille

Penthouse angle - grille (degrees)

Bandeau top from floor
Bandeau thickness

Bandeau material

Gallery ledge from floor
Dedans Width

Dedans to mainwall
Dedans to service wall
Last to dedans wall
Second to dedans wall
Door to dedans wall

First to dedans wall

Last reveal to dedans wall
Second to dedans wall
Door to dedans wall

First to dedans wall

Line post to dedans wall
Net to dedans wall

Stroke line to back wall

H second to back wall

H door to back wall

H first to back wall

WG reveal to grille wall

H second to grille wall

H door to grille wall

H first to grille wall

H line post to grille wall
Net to grille wall

Grille width

Grille height

Battery wall thickness dedans/grille
Side battery wall thickness
Reveal taper

Gallery ledge material and taper
Lighting type

Light fitting detail

Switching and controls

Net adjustment mechanism

Net securing method main wall
Net post position relative to court
Markers box material

Floor finish

Wall finish

Line thickness(s) (millimetres)

Is there yard better than second line
Roof clearance centre

Roof clearance main wall

Roof clearance service wall

Filming and broadcasting system
Viewing capacity

Nov-21 Nov-21
33.6 33.6
11.7 11.6
29.6 29.4
9.6 9.5
9.2 9.1
0.72 0.72
4.8 4.3
52.9 52.7
2.37 2.34
2.11 2.11
27.3 25.8
2.34 2.33
2.06 2.11
28.4 25.2
2.21 2.35
1.94 2.11
28.6 25.7
2.152 2.215
0.055 0.064
Timber Timber
1.17 1.206
6.327 6.312
1.545 1.56
1.738 1.65
6.371 6.378
8.981 9.145
10.691 10.978
12.408 12.798
4.865 4.812
7.924 7.848
10.26 10.446
11.449 11.527
12.943 13.473
14.576 14.864
6.648 6.174
10.146 8.975
11.893 10.63
13.599 12.493
5.526 4.838
8.484 7.853
10.926 10.091
11.996 11.153
13.748 13.11
15.025 14.511
1.002 0.87
0.927 0.958
0.12 0.12
0.12 0.12
Yes Yes
LED LED
Simple Simple
Eye out Eye out
Level Slight recess
Block/timber Timber
Painted Painted
Painted Painted
Wide stripes Wide stripes
No No
7.118 7.118
8.573 8.573
€250 €100

2.2

0.063
Painted
timber
1.12
6.569
1.374
1.677
6.441
9.046
11.027
12.444
4.743
7.618
10.538
11.608
13.341
14.483
6.229
9.095
11.076
12.507
4.755
7.636
10.543
11.604
13.337
14.515
0.915
1.004
0.237
0.246

Yes

Stone

T5
6x4' units x 24
unite

Simple timer

Sunken eye
Recessed
Timber
Bickley brown
Bickley
black/brown
55
Yes
9.738
9.738
9.738
Fixed cameras in
bandeau and
GoPro brackets
€250

0.84
4.3
52.5
2.35

2.16

23
2.35
2.16

23
2.35
2.16

23

2.18

0.049

Painted
timber
1.128
6.621
1.368
1.676
6.399
9.309
11.004
12.531
4.961
7.845
10.739
11.821
13.545
14.627
6.408
9.185
11.152
12.548
4,97
7.86
10.765
11.821
13.592
14.656
0.924
0.953
0.356
0.356
Yes
Stone
LED

Round shade

Big wing nut
Sunken eye
Recessed
Timber
Bickley oxblood
Bickley
manganese o
67
Yes
10.78
13.4
10.78
Fixed GoPro
brackets and
wiring
€240

0.84
4.2
53.1
2.34
2.15
23.3
2.35
2.16
23.3
2.35
2.16
23.3
2.18
0.050
Painted
timber
1.13
6.641
1.364
1.666
6.39
9.341
11.053
12.544
4.933
7.828
10.735
11.795
13.555
14.622
6.39
9.341
11.042
12.563
4.961
7.848
10.754
11.841
13.579
14.647
0.923
0.954
0.352
0.351
Yes
Stone
LED

Round shade

Sunken eye
Recessed
Timber
Bickley oxblood
Bickley
manganese o
67
Yes
10.82
13.3
10.82

c120

32.8
11.6
28.5
9.5
9.0
0.73
4.3
50.2
2.35
2.13
25.0
2.39
2.16
25.4
2.38
2.14
25.8
2.19
0.103
Painted
timber
1.115
6.555
1.38
1.527
6.402
9.127
10.959
12.331
4.793
7.584
10.432
11.463
12.996
14.232
6.422
9.149
10.971
12.369
4,808
7.625
10.442
11.599
13.058
14.252
0.975
0.966
0.220
0.220
No
Stone
Halogen

Round shade

Hook on glass
Surface

Net
Painted timber

Painted
48
Yes
7.256
7.256
7.256

Cabling for GoPros
€250



Dimensions and Data
Measurements Taken

Court dimensions (dimensions metres unless stated)

Length above penthouses
Width above penthouse
Floor length

Floor width main

Floor width tambour
Tambour face length
Tambour edge to grille wall
Tambour angle (degrees)

Penthouse width dedans (diagonal)
Penthouse width - dedans

Penthouse angle - dedans (degrees)
Penthouse width - main (diagonal)
Penthouse width - main

Penthouse angle - main (degrees)
Penthouse width - grille (diagonal)
Penthouse width - grille

Penthouse angle - grille (degrees)

Bandeau top from floor
Bandeau thickness

Bandeau material

Gallery ledge from floor
Dedans Width

Dedans to mainwall

Dedans to service wall

Last to dedans wall

Second to dedans wall

Door to dedans wall

First to dedans wall

Last reveal to dedans wall
Second to dedans wall

Door to dedans wall

First to dedans wall

Line post to dedans wall

Net to dedans wall

Stroke line to back wall

H second to back wall

H door to back wall

H first to back wall

WG reveal to grille wall

H second to grille wall

H door to grille wall

H first to grille wall

H line post to grille wall

Net to grille wall

Grille width

Grille height

Battery wall thickness dedans/grille
Side battery wall thickness
Reveal taper

Gallery ledge material and taper
Lighting type

Light fitting detail

Switching and controls

Net adjustment mechanism
Net securing method main wall
Net post position relative to court
Markers box material

Floor finish

Wall finish

Line thickness(s) (millimetres)

Is there yard better than second line
Roof clearance centre

Roof clearance main wall

Roof clearance service wall

Filming and broadcasting system
Viewing capacity

Apr-22 Jun-22
33.3 33.5
11.8 11.8
29.0 29.3
9.6 9.7
9.1 9.2
0.83 0.84
4.3 4.3
52.8 53.6
2.38 2.34
2.12 2.11
27.1 25.7
2.40 2.36
2.17 2.13
25.2 25.7
2.40 2.34
2.17 2.14
25.30 24.10
2.19 2.17
0.052 0.102
Painted Painted
timber timber
1.106 1.11
6.556 6.66
1.378 1.36
1.68 1.67
6.422 6.41
9.051 9.49
11.035 11.42
12.447 12.74
4.761 5.171
7.627 8.073
10.535 10.917
11.602 11.936
13.196 13.475
14.5 14.641
6.414 6.467
9.104 9.523
11.06 11.446
12.479 12.769
4,557 5.191
7.643 8.085
10.53 10.965
11.62 11.959
13.238 13.477
14.475 14.645
0.833 0.931
1.011 0.97
0.377 0.261
0.258 0.272
Yes Yes
Stone Stone
LED Sodium
Round open 4 x round
Dolly and ratchet
Sunken eye  Sunken eye
Recessed Recessed
Timber Timber

Bickley oxblood

Bickley manganes
52

9.15
9.15
9.15

Cabling for GoPros
c100

Bickley oxblood

Bickley
manganese
40
Yes
11.46
12.5
11.46
None
c120

33.4
11.7
29.1
9.6
9.1
0.74
3.8
54.2
2.33
2.13
23.9
2.33
2.13
23.8
2.31
2.11
24.00
2.23
0.094

Oak
1.105
6.505
1.373
1.697
5.965

8.89
11.018
12.356

4.51

7.502
10.518
11.504
13.321

14.58

6.008

9.006
11.019
12.429

4.508

7.508
10.509
11.504
13.377
14.572

0.888

1.025

0.237

0.227

No
Concrete

Led
Round

Pulley and screw
Surface eye
Level
Netting

Dyed red concrete

Painted concrete

42
No
9.71
9.25
9.52
None
c300

NB Measurements from posts and lines are taken from the middle of the relevant post

Aiken LG and Hazard lines both 70mm



